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SPECIFICATION  

Range

Accuracy

Rated Output

Zero Output

Excitation,Recommended

Temp.Effect on Span

Temp.Effect on Zero

Input Resistance

Output Resistance

Input Resistance

Response Frequency

±0.1%F.S，±0.2%F.S

1.5±0.1mV/V

±1.0%F.S

5~10VDC

±0.05%F.S/10℃

±0.05%F.S/10℃

350±20Ω

350±10Ω

≥2000MΩ/100VDC

100us

Compensated Temp.Range

Operating Temp.Range

Safe Overload

Ultimate Overload

Electrical Interface

Cable

Material

Ingress Protection

Wiring Code

-10～+60℃

-20～+75℃

150%F.S

200%F.S

4pin Circular Connector

4-Wire Shielded Cable,Φ5.0mm×3m

Stainless steel ,Aluminum Alloy

IP65

E+：Red       E-：Black

S+：Green     S-：White

0.5,1,2,3,5,10(KNm)
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量程

综合精度

灵敏度

零点输出

供电电压

输出温度度影响

零点温度影响

输入电阻

输出电阻

绝缘电阻

效应频率

±0.1%F.S,±0.2%F.S

1.5±0.1mV/V

±1.0%F.S

5~10VDC

±0.05%F.S/10℃

±0.05%F.S/10℃

350±20Ω

350±10Ω

≥2000MΩ/100VDC

100us

温度补偿范围

工作温度范围

安全过载

极限过载

电气接口

电缆

材质

防护等级

-10～+60℃

-20～+75℃

150%F.S

200%F.S

4pin航空插头

四芯屏蔽电缆，Φ5.0mm×3m

轴材料：不锈钢，合金钢，外壳：铝合金

IP65

E+：红，E-：黑

S+：绿，S-：白

技术参数 :

接线定义

0.5, 1, 2, 3, 5, 10(KNm)

Nm

1K

1K

1.5K～2K

2.5K～5K

6K～10K

φA

99

98

125

125

190

φB

50

50

75

75

98

φC

80

80

105

105

160

D

155

90

150

150

220

E

20

15

20

20

30

F

65

33

62

62

120

K

53

33

60

60

110

L

25

25

30

30

70

N

16

16

20

20

2～28

S

20

20

25.5

40.5

55

P

44

44

67.5

67.5

78

M

4-φ10.5

4-φ10.5

8-φ12.5

8-φ12.5

8-φ19

Range Size(mm)

Static torque sensor，mV signal output;

One end is a key (or inner quiz key) connection,and the other end is a flange plate connection;

It is used to measure the torque value of static and discontinuous rotation in the middle and low ranges.

GTS307

Static Torque Sensor  
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